

















from 16  hours 1/16 second
elementary period to 114 days at 10
second elementary period.
single 120 dB dynamic range, and
meets the requirements of IEC 804 and
IEC 651 Type 1 performance. Eight
levels can be selected

AUDIO CONTROL

Real Time Analyser, SA-3050A
The SA-3050A is a measurement-grade
1/3 octave real time analyser designed
for audio signal analysis. It features 30
1/3 octave filters, intemal pink noise
source, 9x30 largeformat LED display
with 1 dB resolution, peak hold function,
SPL scale and 92 dB display range. It is
suited to acoustical analysis for sound
reinforcement, recording or industrial
noise measurement, and for frequency
response measurements on amplifiers,
tape recorders and equalizers.

Further information: Arena_Distributors

(09) 361 5422, Fax (09) 470 1427.

BRUEL & KJAER

Condenser Microphone, 4188
The newest member of the B&K
microphone _family is the Prepolarized
1/2" Free Field Condenser Microphone
Cartridge Type 4188. The robust new
construction, high resistance to humidity
and stainless-steel alloy _diaphragm
mean that the 4188 is well suited for
use both outdoors and in corrosive
industrial environments. The 4188 is
specified for use in noise measurement
systems according to IEC 651, and
does not need an extemal polarization
source.

from the keypad Al recorded data is
time-stamped by an intemal clock to
enale the tracking down of ‘noise
instrument is  fully
Contoliabo. over the RS252 interface,
and computer control o ail keypad and
inctions, _including
cahbratlon, can be carried out via a
instrument can _also
onter ambvent temperature, and has
three analogue inputs for third party
sensors. Dimensions are 51 x 77 x 275
mm, and weight without batteries is
1400 g.
Funner :nfmmarmn MB & KJ Davidson,
Street, Moorabbin, Victoria
3139 £ 103) 555 7277, Fax (03) 585

CSR GYPROCK -

Perforated Plasterboard

CSR Gyprock plasterboard perforated
with a series of small evenly spaced
holes  makes economical  and
practical mateual YOY noise reduction.
Using specially designed machinery, the
plasterboard is punched with small,
clean cut 5mm holes spaced at 30mm
intervals, in a variety of pattems. The
plasterboard can be produced in sheets
up to six metres in length to form
continuous flush jointed ceilings and
walls. It can 3\50 be produced in panel
for_suspended dropin ceiling
sys(ems Wovkablllty of the material is
the same as regular plasterboard.

lof
A major feature of the newly released
Type Data Collector, the
Measurement Distribution Plot (MDP) is
an innovative and versatile technique
that allows machine condition and alarm
status to be assessed at a glance, even
by inexperienced operators. The MDP
displays not a true spectrum plot but
rather a relative _distribution  around
userdefined limits. For example, a
“normal” reference measurement for a
machine and up to four possible alarm
limits can be displayed on the MDP:
when a severe degradation in machine
condition occurs, the measurement is
shown distributed around the reference
and alarm markers.

Further information: B&K Australia Pty
Ltd, 24 Tepko Road, Terrey Hills NSW
2084. Tel (02) 450 2066, Fax (02) 450
2379,

CIRRUS

Further : CSR Gyprock, (02)
332 3088.

LARSON DAVIS

SLM Analysers, 2800 & 2900
In a note-book sized, battery operated
package, the Model 2800 is both a Type
1 sound level meter and a single
channel ~frequency analyser _providing
1/1 and 1/3 octave digital filtering from
1 Hz to 20 kHz with a dynamic range in
excess of 80 dB and up to 800 line FFT
analysis from DC to 20 kHz. The Model
2900 is a dual channel frequency
analyser with all of the features of the
Model 2800 plus Acoustic Intensity and
Cross Channel analysis. Both models
have two independent ~microphone
inputs optimised for use with Larson

Davis and  condenser
microphones. Adapters are available for
direct voltage input and to suit

Memory Leq Meter, CRL 236A
Ideally suited for environmental noise
monitoring, the instrument can store
989,664 Leq values, and can operate

Further information: Vipac Engineers and
Scientists, 275283 Normanby Road,
Port Melbourne, Vic 3207. Tel (03) 647
9700, Fax (03) 646 4370.

NORSONIC

Human Vibration Option
Norsonic is introducing a human
vlbvznon option for its Sound Analyser
SA 1 e user can perform both

naise " ang " human” vibraton
measurements  using  only  one
instrument. The vibration option has

been develcped o comp\y with new EEC
irective: chinery labelling
requmng mac!’w\ery supnhers to provide
detailed information on vibration levels.
as well as noise levels.
Further information: RTA Technology Pty
Ltd, 1st Floor, 160 Castlereagh Street,
Sydney NSW 2000. Tel (02) 267 5939,
Fax (02) 261 8294.

‘ONO SOKKI

Handheld FFT, CF-1200

The CF1200 is a compact and
lightweight  (710g) battery-powered
single channel FFT analyser, capable of
on-site frequency analysis of vibration
and noise. Its interactive user interface
is implemented using a minimum
number of panel switches, combined
with displayed menus, thereby achieving
extremely simple operation. It has an
easytoread backiit LCD display, and a
memory card can be used to store large
amounts of data which
transferred to a computer
RS:232C interface.

Four-channel FFT, CF-6400
The Ono Sokki CF6400 has four
channels of isolated inputs with 90, dB
dynamic range for analysis of ranges up
to 100 kHz. It can Simuitaneously
display either the time axis waveform

ower’ spectrum for each of the. four
input channels and has a real time rate
of 10 KHz for FFT analysis of up to 6400
lines. The Ono Sokki CF6400 has an
easytoread 9 inch colour display and
offers single menu driven functionality to
enhance ease of use.
Further information: Vipac Engineers and
Scientists, 275-283 Normanby Road,
Port Melbourne, Victoria 3207. Tel (03)
647 9700, Fax (03) 646 4370.

BILSOM
Training Film
Bilsom have released a training film
designed to convince workers of the
importance of looking after their own
hearing.  Many examples of people
doing jobs in noisy work environments
alert the viewer to the types of hazards
which will be encountered. Animation is
used to demonstrate complex processes
ear and the final segments
snaw conec( fitting and use of earplugs
and e
Further information: _Bilsom, 19 Tepko
Rd, Terrey Hills, NSW 2084, Tel (02)
450 1544, Fax (02) 486 3319

can be
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CONFERENCES and
SEMINARS

* Indicates an Australian Activity
1994

February 27 - March 3, AMSTERDAM
96th AES

Details: Sec, AES Europe Office, Ze-
venbunderslaan 142/9, B1190 Brus-
sels, Beigium

May 14, FORT LAUDERDALE
NOISE-CON 94

Details: Susan Fish, Department of
Ocean Engineering. lorda Atiantic Uni
NW 20th Street, Boca Re-
ran, FL 33431 USA. Tel (407) 367
3430, Fax (407) 367 3885, email:
fish@oe. fau.edu

May 15-19, PERTH

* MECH 94 - Resource Engineering
including tri-annual Australian Vibration
and Noise Conference

Details: Convention manager,Mech 94,
AE Conventions, Engineering House, 11
National Circuit, Barton, ACT 2600, Tel
(06) 270 6530, Fax (06) 273 2918

June 5.9, CAMBRIDGE

127th Meeting Acoustical Society of
America

Details: Acoustical Society of America,
500 Sunnyside Boulevard, Woodbury,
NY 11797, USA

July 3-7, HALIFAX, NOVA SCOTIA

22nd International Congress of Audiology
Details: Secretariat, PO Box 2627, Sta-
tion M, Halifax, Nova Scotia, Canada
B3J 3P7. Tel (902) 461 0230, Fax
(902) 465 2233.

July 1821, SOUTHAMPTON

5th Intemational Conference on

RECENT ADVANCES IN STRUCTURAL DY-
IAMICS

Details: ISVR Conference Secretariat,

The University, Southampton, S09 5NH,

England.

August 2325, SEOUL

'WESTPRAC V

Details: The Acoustical Society of Korea,
Science Building, Suite 302, 635-4 Yuk-
‘sam-Dong, am-Ku, Seoul 135
703, Korea. Tel 82:2:556-3513, Fax 82
2569.9717.

August 2931,
INTERNOISE 94

Details: Yoiti Suzuki, Sone Lab, RIEC,
Tohoku Univ. 2-1-1 Katahira,

AobaKu, Sendai, 980 Japan. Tel 81 22
266 4966, Fax 81 22 263 9848, email:
in94@riec.tohoku.ac.jp

August 31 - September 3, YOKOHAMA
2nd Intenational Conference on Motion
and Vibration Control

Details: Assoc Prof Kazuo Yoshida, Sec-
retary of 2nd MOVIC, Faculty of Science
and Technology, Keio University, 3-14-1
Hiyoshi, Kohoku-ku, Yokohama 223, Ja-
pan. Fax +81 45 563 5943

November 911, CANBERRA

* AAS Annual Conference 1994

Noise and Sound: Nuisance and Amenity
Details: Marion Burgess, Acoustics and
Vibration, ADFA, Canberra, ACT 2600.
Tel (06) 268 8241, Fax (06) 268 8276,
email mburgess@adfa.oz.au.

November 28 - December 2, AUSTIN

128th Meeting Acoustical Society of

America

Detals: Acoustial Sockely of America,
Sunnyside Boulevard, Woodbury,

NY 11797, USA

December 57, SYDNEY

* Intemational Conference on Acoustic
Imaging and Remote Sensing

Details: John Dunlop, School of Physics,
UN.SW. x 1 Kensington,

2033 Tel (02) 697 4575 Fax (02) 663
3420, email jid@newt. phys.unsw.edu.au

1995

May 31 - June 4, WASHINGTON
129th Meeting Acoustical Society of

America
Details: Acoustical Society of America,
500 Sunnyside Boulevard, Woodbury,
NY 11797, USA

June 26-30, TRONDHEIM

15th International Congress on Acoustics
Details: ICA'95, N-7034, Trondheim,
Norway.

July 10-12, NEWPORT BEACH, CALIF
INTERNOISE 95

Details: INCE/USA, PO Box 3206 Arling:
ton Branch, Poughkeepsie, NY 12603
USA. Fax +1 914 473 9325

November 27 - December 1, ST LOUIS
130th Meeting Acoustical Society of
America

Details: Acoustical Society of America,
500 Sunnyside Boulevard, Woodbury,
NY 11797, USA
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A personalised SLM
to match your needs

Environmental and industrial noise measurements

using Precision Integrating Sound Level Meter Type 2236
and Sound Level Calibrator Type 4231

New Generation: Type 2236 is th first in a new line of Sound Level meters, is revolutlonary new shape wil set the standards
Personalised: Comes in 8 versions, each customised 1o the specifc needs of Environmental and industrial Hygienists in any particular country
Upgradeable: Can be upgraded with builtin octave filter (No add on to increase size/weight)

Ergonomically Designed: With many indispensable features; backiit display, non+olatile memory and selfexplanatory dialogue:based operation *

Versatlle: 2236 can act as a costeffective frontend for data acquisition systems, providing unweighted, calibrated recorcings

Briiel & Kjar Australia NATA registered laboratory (No. 1301)
Includes the NEW computerised test/calibration system, B&K 9600, for all your B&K
sound equipment calibration needs

Briiel & Kjzer

Acoustic and Vibration
front-ends for
Sony DAT Recorders

PC 208/204

(Accredited Sony Dealer)

N Type 5966/6968

* 4/8 channels (0.5 HZ to 20 KHZ)

* 1 tacho input channel

* Amplitude and phase matched channels (p pair)
* Lin/Aweighted freq. resp. (IEC Type 0)

* 0,20 or 40 db selectable channel gain

* Useable with DeltaTron accelerometer

Type 5963

* 8 channels

* 1 tacho input channel

* Power supply and signal conditioning for
DeltaTron accelerometers (constant current)

For further information NEW SOUTH WALES
Tel:  (02) 450 2066

Brilel & Kjeer rax (024502379

contact your local

WEST AUSTRALIA VICTORIA QUEENSLAND
(09)2425944  (03) 370 7666  (07) 252 5700
(09)2425950  (03) 3700332  (07) 257 1370



