




















Norsomic

SOUND POWER MEASUREMENTS
using the SLM116 with option 8
The Power in Your Hand!

Now you can measure the A-weighted sound power directly*, without
complicated locations and costly instrumentation.

With our sound level meter—the SLM 116—calculating sound power has
become an easy task:

Select whether to use a
hemisphere or a parallel-piped
measurement surface. Key in the
dimensions of the surface. Then
just measure the SPL in all the
points required by the standard
and the SLM116 will calculate the
sound power level for you!

VIBRATION GENERATORS FOR HIGH
FREQUENCY STRUCTURAL
EXCITATION UP TO 60 000 Hz

The vibration generator or “shaker” produces dynamic forces which
excite the structure under test.

WILCOXON RESEARCH manufactures 2 types of shakers,
electromagnetic and piezoelectric. The former operates similar to a
common loudspeaker and this type generates force in proportion to
input current.

The piezoelectric shakers use ceramic disks which change Models F4/F7 Electromagnetic /

thickness proportional to applied voltage. Although the displacement Piezoslectric Shaker System
is very small, the use of multiple disks and high driving
voltages can produce large forces at high TYPEAL BLOCKED FORCE 0UTPUT

frequencies.

Models are available that combine both types of
shakers, providing very wide frequency band testing.

ETMC Technologies
6 MONTAGUE STREET, BALMAIN NSW 2041
Tel: (02) 9555 1225 Fax: (02) 9810 4022
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